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ROTEX® with CDP coating "

#Dy,

c Spider (component 2) Dimensions [mm]
Size ?]r;i)to Rated torque [Nm] Finish bore General Thread for setscrews
92 ShA | 98 ShA | 64 ShD d (min. - max.) L 11, lo E b s Dy dH D N G t TA [Nm]
19 1a 10 17 21 0-25 66 25 16 12 2 40 18 40 = M5 10 2
24 1a 35 60 75 0-35 78 30 18 14 2 55 27 55 - M5 10 2
28 1a 95 160 200 0-40 90 35 20 15 2.5 65 30 65 = M8 15 10
38 1 190 325 405 0-48 114 45 24 18 3 80 38 70 27 M8 15 10
42 1 265 450 560 0-55 126 50 26 20 3 95 46 85 28 M8 20 10
48 1 310 525 655 0-62 140 56 28 21 3.5 105 51 95 32 M8 20 10
55 1 410 685 825 0-74 160 65 30 22 4 120 60 110 37 M10 20 17
65 1 625 940 1175 0-80 185 75 35 26 4.5 135 68 115 47 M10 20 17
75 1 1280 1920 2400 0-95 210 85 40 30 5 160 80 135 53 M10 25 17
90 1 2400 3600 4500 0-110 245 100 45 34 5.5 200 100 160 62 M12 25 40
100 1 3300 4950 6185 0-115 270 110 50 38 6 225 113 180 89 M12 30 40
110 1 4800 7200 9000 0-125 295 120 55 42 6.5 255 127 200 96 M16 35 80
125 1 6650 10000 12500 60-145 340 140 60 46 7 290 147 230 112 M16 40 80
» Corrosion protection class acc. to DIN EN ISO 12944: Min. C4, heavy-long
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Al-D (thread opposite the keyway) GJL / GJS (thread on the keyway)
@
Standard hub Large hub Large hub lengthened
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ROTEX®

POLY-NORM®

POLY

REVOLEX®

Flexible jaw and
pin & bush couplings



