ROTEX® GS ZR1 and ZR2
Backlash-free intermediate shaft couplings
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For legend of pictogram please refer to flapper on the cover
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Spider GS Dimensions [mm] Cap screw
torque TKN [Nm] DIN EN ISO 4762 Friction
Size Minimum torque TR
2 dimen- 3 [Nm]
98 ShA | 64 ShD | dmax. 2 DH I1, 2 L E b s B LR1 sion for LZR1 dr? M TA [Nm]
be) LR1
14ZR1 | 125 16.0 16 30 11 35 13 10 1.5 11.5 -“qof: 71 |Lr1+22| 14x2.5 M3 1.34 6.1
19ZR1 | 21.0 26.0 24 40 25 66 16 12 2.0 14.0 3 :% 21 110 |Lry+50| 20x3.0 M6 10.5 34
24 ZR1 60 75 28 55 30 78 18 14 2.0 16.0 % E-g 128 |LR1+60| 25x2.5 M6 10.5 45
28 ZR1 160 200 38 65 35 90 20 15 2.5 17.5 ] 145 |LR1+70| 35x4.0 M8 25 105
38 ZR1 325 405 45 80 45 114 24 18 3.0 21.0 & 180 |LR{1+90| 40x4.0 M8 25 123
Precision tube . Clamping
Spider GS " Dimensions [mm] Cslzrs?:;g screws
torque TKN [Nm] [mm]  [Nm/rad] | | ;o"5cq | DINEN [Tightening
Size ISO 4762 |torque TA
Minimum [Nm]
98 ShA | 64 ShD |dmax.?| DH | Iq,l2 | I3 L E b s B LR2 |dimension| LzRo dr?® Co® dxD M
for LRo
14 ZR2 12.5 16.0 16 30 11 26 50 13 10 15 | 115 109 LRo+22 | 10x2.0 68.36 10x16 M4 5.6
19 ZR2 21.0 26.0 24 40 25 26 67 16 12 2.0 | 14.0 4 120 LR2+50 [ 12x2.0 130 12x18 M4 5.6
24 ZR2 60 75 28 55 30 38 86 18 14 2.0 [ 16.0 S g 156 LRo+60 | 20x3.0 954.9 20x28 M6 17.0
28 ZR2 160 200 38 65 35 45 100 20 15 25 | 175 %_‘g 177 LRo+70 | 25x2.5 1811 25x34 M6 17.0
38 ZR2 325 405 45 80 45 45 114 24 18 3.0 | 21.0 :’-’_ S 192 LRo+90 | 32x3.5 5167 32x43 M6 17.0
42 ZR2 450 560 55 95 50 52 | 128 | 26 20 | 3.0 | 230 2 @ 214 |[LRo+100| 40x4.0 11870 40x53 M6 17.0
48 ZR2 525 655 62 105 56 70 154 28 21 35 | 245 g 3 261 LRo+112( 45x4.0 17486 45x59 M8 41.0
c
55 ZR2 685 825 74 120 | 65 80 | 175 | 30 22 | 40 | 26.0 - 288 |LRo+130| 55x4.0 | 33543 55x71 M8 41.0
65 ZR2 940 1175 80 135 | 75 80 | 185 | 35 26 | 45 | 30.5 387 |LRo+150| 60x4.0 | 44362 60x77 M8 41.0
" For selections see page 22 et seqq/other spiders see page 123 and following
2 Dependent on type of hub. Hub types can be freely selected, for summary see page 128.
9 Has to be remachined, if necessary.
4 Torsion spring stiffness with a length of 1 m of intermediate pipe.
For inquiries and orders please specify the shaft distance dimension LR1/LR2 along with the maximum speed to review the critical bending speed.
With vertical application a support washer has to be used (please specify in your order).
Straightness/concentricity of pipes according to DIN EN 10305-1.
ROTEX® GS 24 ZR1 1000 mm 98 ShA-GS 1.0 - @24 2.5 -024

Shaft distance di-

mension (LR1/LR2) Spider hardness| Hub design | Finish bore | Hub design | Finish bore

Coupling size Type

148 For continuously updated data please refer to our online catalogue at www.ktr.com
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For continuously updated data please refer to our online catalogue at www.ktr.com



