SYNTEX®-NC
Backlash-free overload systems

For legend of pictogram please refer to flapper on the cover
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Hub design 1.0 (keyway acc. to DIN 6885)

Hub design 6.1 (clamping ring)
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si Max. speed ¥ Torques [Nm] Max. bore Dimensions [mm]
ze
[rpm] T1 T2 T3 d Dhs | Dy | Do | D3 | DA | 11 lo I3 I4 I5 I6 L | zxdwm | H=stroke
15 3500 2-3.5 3.5-7 7-14 12 32 33 37 42 42 50 | 70 [ 9.2 2 4 188 | 28 | 12xM3 0.8
25 3000 9-15 20-35 40-65 19 (22) " 42 50 48 56 61 55 [ 115 | 9.1 2 5 239 | 33 8xM4 1.2
32 3000 25-38 50-75 | 100-150 27 (30) ¥ 52 60 60 67 74 6 125 | 9.9 2 5 25.1 | 35 8xM4 1.5
42 2500 30-65 60-135 | 120-265 36 (38) " 65 72 75 83 90 7 16 | 11.2 2 6 31.8 | 43 8xM5 1.5
60 ¢ 2000 70-140 | 120-180 | 220-550 50 90 96 100 | 113 | 116 8 21 11.8 2 7 38.2 | 52 | 12xM6 1.8
Bore d Dimensions [mm
Size Plotbore 1Max. D4 oK 0 L M A Nl Weight with max. bore [kg] Mass moment of inertia ? Jiota| [kgm?]
15 7.5 15 40 43 38 15 M4 1.7 0.124 0.029 x 10
25 9.5 25 55 - 45 21 M6 14 0.282 0.14x10%°
32 13.5 32 70 = 53 27 M8 34 0.471 0.35x 10
42 18.5 42 86 91.2 63 33 M10 67 0.815 0.95x 10
60 ¥ 24 60 112 | 119.4 75 45 M12 115 3.04 5.9x10°
Size 28 | 910 | @11 | @12 | @14 | @15 | @16 | @18 | @19 | @20 | @22 | @24 | @25 | @28 | @30 | @32 | @35 | @36 | D38 | D40 | D42 | D45 | D48 | F50 | @55 | B60
15 8 12 14 16 22 24
25 30 35 42 55 62 69 48 53 58 69 80 86
32 74 83 | 104 | 114 | 125 | 148 | 116 | 125 | 153 | 172 | 192
42 149 | 178 | 209 | 225 | 275 | 310 | 264 | 309 | 324 | 356 | 389 | 422
60 ¢ 247 | 310 | 356 | 405 | 485 | 513 | 571 | 633 | 394 | 452 | 514 | 558 | 675 | 803
" The figure in brackets specifies the max. bore with keyway to DIN 6885 sheet 3 (low-rise design)
2 With max. bore
3 See comments on page 245
4 Material steel
SYNTEX®-NC 32 SK 6.1 T3 dq 925 120
. Type . . .
Type/size (DK/SK) Hub design Disk springs Bore Torque set

For continuously updated data please refer to our online catalogue at www.ktr.com



